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ARTICLE VI. OFF-STREET PARKING AND LOADING 
 
 
Sec. 24.1-600. Applicability. 
 
In any district, all structures erected or enlarged and all uses established or expanded, shall provide off-street 
parking and loading spaces in accordance with the requirements established herein.   
 
 
Sec. 24.1-601. General provisions. 
 
(a) All required off-street parking or loading spaces shall be maintained for parking or loading use for as 

long as the principal use for which such spaces were established shall remain.  
 
(b) No enlargement of a building, structure or use shall be made in such a way as to reduce the number 

of existing parking or loading spaces below the minimum number required unless provisions are 
made elsewhere on the premises for replacement  to replace any required spaces. which may have 
been removed.  Additional parking or loading spaces shall be provided to accommodate any 
additional demand created by such enlargement.  

 
(c) In the event more than one principal use which requires parking or loading space is erected or 

established on the same premises, parking or loading space shall be provided on the basis of the 
sum of the required spaces for each use, except in the case of approved planned developments. For 
the purpose of this section, a shopping center shall be considered a principal use and except for 
theaters or bingo halls located within such centers, parking requirements need not be calculated 
separately for each establishment therein.   

 
(d) No required off-street loading area shall be used to satisfy the space requirement for any off-street 

parking facilities.  
 
(de) The parking or loading requirements established herein shall be superseded if different requirements 

are established by the board as a condition of other approvals required by this chapter.   
 
(f) Where transportation demand management (TDM) techniques which reduce parking demand are to 

be utilized in accordance with the applicable provisions of article II, the parking requirements 
established herein shall be superseded. 

(Ord. No. 01-20(R), 10/16/01) 
 
Sec. 24.1-602. Location of parking. 
 
(a) The off-street parking facilities required by this article shall be located on the same lot or parcel of 

land or within the same project and in reasonable proximity to the uses or structures that they are 
intended to serve.  For nonresidential uses, where practical difficulties prevent such location or where 
the public safety or the public convenience would be better served by an alternate location, the 
zoning administrator may authorize an alternate or cooperative location, subject to the following: 

 
(1) An alternate location is one that provides parking only for the use in question, but on a 

different lot or parcel. 
 

(2) A cooperative location is defined as one that provides parking for two (2) or more uses, and 
has combined parking spaces equal to the sum required for the separate uses.  The hours of 
operation and parking demand of such uses shall be considered and where sufficient off-set 
in parking demand occurs, the zoning administrator may authorize a reduction in the total 
number of spaces required.  It shall be the applicant's responsibility to establish the 
appropriateness of  provide documentation in support of such a reduction. 
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(3) Such parking spaces shall be conveniently and safely accessible to pedestrians. 
 
(4) All such parking spaces shall be on property zoned for the uses which require the parking 

spaces or for more intensive uses. 
 

(5) The right to permanently use such property for parking shall be established by deed, 
easement, lease or similar recorded covenant or agreement, shall be approved as to form 
and content by the county attorney, and shall be recorded in the clerk's office of the circuit 
court.  (See sample agreements in Appendix B) 

 
(6) Should such off-street parking spaces become unavailable for use at some future time, an 

equal number of parking spaces shall be constructed and provided on either the primary site 
or by another off-site arrangement meeting the requirements of this article.  Failure to 
provide or construct such replacement parking spaces within ninety (90) days from the date 
on which the use of the previously available off-street spaces was terminated shall be a 
violation of this chapter. 

 
 (b) Unless the zoning administrator approves otherwise for good cause shown, parking for customers 

shall be located no farther from the main entrance(s) of the use it is to serve than indicated below: 
 

•Automobile - 750' [225m]  •Bicycle - 250' [75m]  •Handicapped -100' 
[30m] 
 
(c) Parking for business vehicles parked on the premises of the owner shall be located toward the rear of 

the site, behind the front of the principal building on the property.  Such vehicles shall not be parked 
in front of the principal buildings on the site unless they have no distinguishable markings advertising 
or identifying the subject business. 

 
(c) Location of all or the majority of off-street parking to the side or rear of the principal building 

is strongly encouraged so as to enhance opportunities for landscaping in front of buildings 
and complement site architecture.   

 
Sec. 24.1-603. Traffic aisle widths. 
 
Traffic aisles in parking lots shall conform with the following criteria: 
  

 
 Angle of Parking 

 
 
Traffic Direction 

 
 
Aisle Width*  

(a) P
 
One-Way 

 
12 feet  [3.75m]  

(b) 30
 
One-Way 

 
12 feet  [3.75m]  

(c) 45
 
One-Way 

 
12 feet  [3.75m]  

(d) 60
 
One-Way 

 
18 feet  [5.5m]  

(e) 90
 
Two-Way 

 
24 feet  [7.25m]  

*Minimum width of traffic aisles in parking lots for two-way traffic shall be twenty-four 
(24) feet [7.25m].  Additional width may be required if needed for access of 
emergency vehicles. 
 

 
 
Sec. 24.1-604. Size of parking spaces. 
 
(a) Parallel spaces shall have minimum dimensions of ten feet by twenty-two feet (10' x 22') [3m x 7m]. 
 
(b) Except as provided in section 24.1-609(c) all other parking spaces intended for use by the general 

public shall have minimum dimensions of nine feet by eighteen feet (9' x 18') [2.75m x 5.5m].  Where 
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separate employee spaces are designated on the site and are situated in some manner as to be 
clearly distinguishable from the remaining spaces, such spaces may be designed with minimum 
dimensions of eight feet by sixteen feet (8' x 16') [2.5m x 5m]. 

 
(c) Vehicular overhang over landscape areas shall not be counted toward the minimum dimensions 

stated above. 
 
Sec. 24.1-6035. Access to off-street parking. 
 
 (a) Every parking space shall afford satisfactory ingress and egress for a motor vehicle without requiring 

another motor vehicle to be moved, except for the following: 
 

(1) Parking spaces for single family detached, duplex and townhouse dwellings where the 
parking spaces are located on the same lot as the dwelling unit.  This exception shall not 
extend to required parking spaces for accessory apartments in single family detached 
dwellings, or for visitor parking in townhouse developments, or for parking required in 
conjunction with home occupations. 

 
(2) Stacking spaces for dropping off or picking up passengers where the duration of parking is 

ten (10) minutes or less on average. 
 
(b) Valet parking arrangements may be authorized by the zoning administrator and shall not be subject 

to this section. 
 
 
Sec. 24.1-6046. Calculating the number of required off-street parking and 

loading spaces. 
 
(a) In calculating the number of required off-street parking spaces the following rules shall govern: 
 

(1) Floor area shall mean the gross floor area of the specific use measured from the exterior 
faces of exterior walls or from the center line of walls separating two attached buildings.  
Unless otherwise specified, floor area shall include associated corridors, utility rooms and 
storage space. 

 
(2) Parking spaces required on a per employee or per person basis in the standards which 

follow shall be based on the maximum number of employees or persons on duty or residing, 
or both, on the premises at any one time, or the maximum occupancy load (based on 
Building and Fire Codes) of the building or use, whichever is greater.  Overlapping demand 
for parking spaces at shift changes shall be considered in determining these maximum 
loads.   

 
(3) Where fractional spaces result, the parking or loading spaces required shall be rounded  up 

to the next highest nearest whole number.  
 

(4) The parking or loading space requirement for a use not specifically mentioned shall be the 
same as required for a use of a materially similar nature, as determined by the zoning 
administrator.  A site-specific parking analysis and plan may be required by the zoning 
administrator to establish parking demands for uses not listed and for which the zoning 
administrator determines that a materially similar use listing does not exist herein. 

 
(5) Except for shopping centers, in the case of mixed uses including mixed uses within a single 

building, the parking spaces required shall equal the sum of the parking space requirements 
of the various uses computed separately.  In the case of multiple uses of a single building 
where uses are exclusive for a period of time, parking requirements shall be based on the 
maximum requirements from among the multiple uses in each category. 
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(b) Applicants may have a site- and use-specific parking and/or loading space analysis and plan 

prepared by a professional qualified to perform such studies for submission to the county for use in 
lieu of the numerical parking or loading space standards contained in this article.  Such an analysis 
and plan shall be based on parking / loading demandss at comparable local uses or establishments 
taken within six (6) months of the date of submission and shall include comparisons with  Institute of 
Transportation Engineers (ITE) documents and manuals.  The analysis and plan may include 
provisions for a reasonable number of compact car spaces in lieu of full-sized spaces. In addition to 
the above-noted adjustments, the parking analysis may also propose, and the zoning administrator 
may approve, the construction of a portion of the required parking for a site in an “overflow”  or “peak 
demand” lot.  Such lots may be designed with grid paving systems that allow grass to grow within the 
paver voids and curbing and wheel stops may be eliminated from this portion of the parking lot. 

 The professional qualifications of the preparer shall accompany the report.  Upon approval by the 
zoning administrator, the site-specific parking or loading plan shall guide the development for the site, 
provided, however, that if the plan provides for fewer parking or loading spaces than would otherwise 
be required, an area sufficient to accommodate one-half (�) of the difference shall be reserved for a 
period of five (5) years and maintained as landscaped open space during that time.  A reserved area 
shall not be required where the site and use-specific parking analysis and plan refers to a use for 
which a specific or comparable listing is not provided in section 24.1-608.   

 
(c) One (1) parking space shall be provided on the site for each Bbusiness vehicles normally garaged  

shall be parked on the site in properly paved and located spaces.  The owner of the premises shall 
be responsible for accommodating business vehicle parking needs without adversely impacting the 
availability of parking for customers, clients and employees.  Adverse impact shall be considerd to  
include instances where, due to inadequate space, business or customer vehicles must park in travel 
aisles, driveways, unpaved areas or other inappropriate locations as determined by the zoning 
administrator. One (1) parking space shall be provided on the site for each three (3) business 
vehicles not normally garaged on the site (e.g., vehicles issued to employees who drive them back-
and-forth from home to work).  These spaces shall be in addition to those otherwise required and 
shall be specifically designated on the site. 

 
 
Sec. 24.1-6057. Off-street loading spaces. 
 
(a) Spaces designated for off-street loading shall not be counted toward the required number of off-street 

parking spaces, except where specifically approved by the zoning administrator in consideration of 
appropriate documentation that loading space needs will occur when parking space demand is not at 
its peak. 

 
 (b) Off-street loading spaces shall be located so that there is sufficient room for the turning and 

maneuvering of vehicles using loading spaces. 
 
(c) Access to off-street loading spaces shall not be across required off-street parking spaces. 
 
(cd) All off-street loading spaces including aisles and driveways leading to them shall be constructed of 

concrete, asphalt or other equivalent permanent, dustless surface material. 
 
(de) Off-street loading spaces may be incorporated into the overall design and layout of parking and 

circulation systems provided that no individual parking spaces will be encroached upon, except as 
authorized in subsection (a) above, and that vehicles utilizing such loading spaces will not interfere 
with vehicular circulation on the site or on adjacent public rights-of-way. 

 
(ef) Each off-street loading space shall be not less than twelve feet by fifty feet (12' x 50') [4m x 15m] in 

dimension with a vertical clearance of not less than fifteen feet (15') [4.5m].  The zoning administrator 
may authorize a reduction in the length of the required loading space in consideration of the 
characteristics of the use and appropriate documentation of typical delivery vehicle traffic. 

 
(fg) All lighting fixtures used to illuminate off-street loading areas shall be designed and arranged so as to 

direct light and glare away from abutting properties and adjacent rights-of-way. 
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Sec. 24.1-6068. Minimum off-street parking and loading requirements. 
 
Off-street parking spaces and, loading spaces, and bicycle parking shall be provided in accordance with the 
minimum standards set forth as follows in the following tables.  These standards prescribe the minimum 
amount of parking and loading space that must be provided in conjunction with various uses and nothing shall 
prohibit the installation of more than the required minimums, provided however, that an additional twenty (20) 
landscape credits shall be provided/earned on the site for every ten (10) spaces in excess of the minimum 
number. Such additional landscaping shall be installed in the parking lot or around its perimeter: 
 
 
(a) Category 1 - Residential and related uses. 
 

 
 

USE 

 
OFF-STREET 

PARKING SPACES 

 
OFF-STREET 

LOADING SPACES 

 
BICYCLE 
PARKING 

 
(1) Dwelling: single-family 
     detached & duplex 

 
<Two (2) spaces per unit 

 
<None. 

 
<None. 

 
(2) Dwelling: single-family 
      attached (townhouse 
      & multiplex) 

 
<Two (2) spaces per unit; plus 
<One (1) space per three 
  (3) units for visitor parking 

 
<None. 

 
<One (1) space 
   per  fifteen 
   (15) units. 

 
(3) Dwelling: multi-family 

 
<One and one-half (��1�) spaces 
  per unit; plus  
<One (1) space per three (3) 
  units for visitor parking. 

 
<None. 

 
<One (1) space 
  per  ten (10) 
  units. 

 
(4)Manufactured Home on 
     individual lot 
 

 
<Two (2) spaces per unit. 

 
<None. 

 
<None. 
 
  

 
(5)Manufactured Home 
     Park 

 
Two (2) spaces per unit; plus 
One (1) space per three (3) 
  units for visitor parking. 

 
None. 

 
One (1) space 
per fifteen (15) 
units 

 
(6 )Rooming, Boarding, 
     Lodging  House, Bed 
and Breakfast, Tourist 
Home 

 
Two (2) spaces; plus 
One (1) space per each    
sleeping room. 

 
None. 

 
None 

 
(7) Group Home 

 
Three (3) spaces, plus 
One (1) space per each two (2) 
  beds:  
 

 
None 

 
None 

  
(b) Category 2 – Agriculture, Animal Keeping and Related Uses 
 
  

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1) Plant Nursery w/ retail sales One (1) space for every 200 square feet 
 of indoor retail and office space; plus 
One (1) space for every 5,000 square feet
of 
greenhouse or outdoor display area 

none 

(2) Plant Nursery – wholesale only One (1) space for every 350 square feet 
of office space; plus 
One (1) space for every 15,000 square  
feet of greenhouse or outdoor display 

none 

(3) Animal Hospital / Vet Clinic One (1) space for every 350 square feet 
 of floor area, excluding kennel space;  
plus 
One (1) space per examining room 

none 

(4) Commercial Stables One (1) space for every five (5) stalls none 
(5) Farmer’s Market Two (2) spaces, plus  

One (1) space for every 1,000 square feet
One (1) space 
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 of outdoor/open air display area 
 
(c) Category 3 – Home Occupations (Refer to Article II – Division 8) 
 
 
 
(d) Category 4 – Community Uses 
 
  

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1) Meeting halls, Clubhouses for  
Private/fraternal/civic clubs 

 

One (1) space for every four  
(4) seats or for every 60 square feet 
of assembly area 

One (1) space 

(2) Recreational / social facilities in  
conjunction w/ residential devel
including community pools 

One (1) space for every eight  
(8)  persons capacity of the building or 
facility based on maximum occupancy 
limits 

None 

 
(e) Category 5 – Educational Uses 
 

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1)  Day care center, nursery school, 
child care center 

One and one-half (1.5) spaces per 
classroom or teaching station; plus 
One (1) stacking space for each five 
(5) students the facility is licensed to 
enroll. 

none 

(2)  Schools: Elementary and Middle 
Schools 

Two and one-half (2�) spaces per  
classroom. 

One (1) space. 

(3)   High School One (1) space per classroom or 
teaching station; plus 
One (1) space per five (5) students at 
capacity. 

One (1) space 

(4)  Vocational School One (1) space per each two (2) 
  students in the maximum projected 
enrollment capacity; plus 
One (1) space per classroom or 
teaching station. 

One (1) space 

 
 
 
(f) Category 6 - Institutional Uses 
  

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1)  Church, temple, synagogue or 
similar place of worship 

One (1) per each four (4) fixed seats 
in main assembly area; plus 
  One (1) space per each sixty 
  (60)  square feet of assembly area 
with out fixed seats. 

None 

(2)  Hospital  One (1) space per every two (2)  
patient beds; plus 
One (1) space for every 350 square 
feet of administrative office space 

One (1) space; plus one (1) for every 
loading dock/bay 

(3) Nursing Home One (1) space for every two (2) patien
beds 

One (1) space 

(4)  Emergency / First Care Clinic Two (2) spaces per examining room;  
Plus 
One (1) space per 350 square feet of 
office/administrative space 

None 
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(g) Category 7 – Public and Semi Public Uses 
 
  

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1) Conference Center, 
Convention hall, auditorium, etc. 

 

One (1) space per each four (4) fixed 
seats or seating spaces;  plus 
One (1) space per each 60 square  
feet  of assembly area without  fixed 
seats. 

None. 

(2)    Post Office One (1) space for every 350 
 square feet of gross floor area 

One (1) space 

(3)  Libraries, museums and similar 
cultural facilities 

One (1) space for each 300 square 
feet  of gross  floor area, but  in no 
case less  than ten (10) spaces. 

None 

(4)  Government Offices One (1) space per 350 square feet of 
 gross floor area 

None 

(5) Parks/recreation facility As determined based on National Park
and Recreation standards and  
recommendations for the type of facili

None 

(6)  Aninmal Shelter One (1) space per 350 square feet of 
floor area, excluding kennels; but not 
less than five (5) spaces 

None 

 
(h) Category 8 – Temporary Uses  
 

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1)  ) Model Home Display Parks Two (2) spaces per model home 
displayed 
 

None 

(2)  All other Temporary Uses Refer to Article 4, Division 7 
 
(i) Category 9 – Recreation and Amusement Uses 
 

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1) Theater - indoor Stand-alone: 
One (1) space per four (4) seats.   
In Shopping Center: 
One (1) space per eight (8) seats. 
 

None 

(2)  ) Bingo Hall One (1) space for each four (4)  
fixed seats or for each sixty (60)  
square feet of open assembly area 

None 

(3)  Bowling Alley Seven (7) spaces per  lane;  plus 
One (1) space per 100 square feet  of 
restaurant and lounge space. 

One (1) space 

(4)  Marinas, dry-stack boat storage 
facility 

One (1) space per five (5) berths;  
plus 
One (1) space per 500 square feet of 
dry boat storage area; plus 
Two (2) spaces for every house boat 

One (1) space. 
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mooring space. 
(5)    Country clubs, golf courses  
        

One (1) space per  400 square feet of 
floor area in meeting rooms, lounges 
or similar  assembly  area;  plus 
Five (5) spaces per golf hole 

None 

(6)  Indoor Amusement Centers, 
Arcades, etc. 

One (1) space for every 200 square 
feet of gross floor area 

None 

(7)  Golf Driving Range Three (3) spaces; plus  
One (1) space per tee 
 
 

None 

(7) Recreational or amusement 
       establishments other than those 
specifically listed above 

One (1) space per four (4) seats for 
fixed-seat facilities; or, One (1) space 
for every four (4) persons capacity 
based on the maximum occupancy 
load for the facility; 
 

One (1) space if food or beverage 
 services  are offered 

 
(j) Category 10 – Commercial / Retail Uses 
  

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1) Furniture, carpet, and  appliance, 
stores;  lumberyard and building 
materials; home improvement centers 

One (1) space per 500 square feet of 
floor area. 

One (1) space; plus 
One (1) space per loading bay or 
dock 

(2)  Convenience store One (1) space per 200 square feet of 
gross floor area 

One (1) space 

(3)  All other Category 10 
Commercial / Retail Uses 

One (1) space per 250  square feet  
of gross floor area; plus 
One (1) space for every 500 square 
feet of open/outdoor display or sales 
area 

One (1) space. 

 
(k) Category 11 – Business / Professional Service 
 

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1)  Funeral home or mortuary One (1) space per four (4) seats or 
seating spaces in the main chapel or 
parlor; 

None 

(2)  Financial institution with drive-in 
windows 

One (1) space per  350 square feet  
of floor area; plus 
Eight (8) stacking spaces for the first 
drive-in window; plus 
Two (2) stacking spaces for  each 
additional window. 

None 

(3) Financial institutions without 
drive-in windows. 

One (1) space per 350  square feet  
of floor area. 

None 

(4)  Freestanding ATM Four (4) spaces per machine None 
 

(5)   Medical or dental clinic/office Two (2) spaces per examination or 
treatment room; plus 
One (1)  space per 350 square feet of 
administrative office space. 

None 

(6)  Offices – business or professional One (1) space per 350  square feet  
of floor area but in no case less than 
three (3) spaces. 

One (1) space per building or per 
building grouping capable of being 
served by a single space. 

(7)  Personal Service Establishments     
     (Barber/beauty shops, apparel  
services, tattoo shops, etc.)   

One (1) space per 200 square feet  of 
gross floor  area, or two (2) spaces 
per client chair, whichever is greater 
 

None 

(8)  Motel, hotel, motor lodge One (1) space per sleeping room  or 
suite for first 100  units; plus 

• 0.9 spaces per sleeping 

One (1) space; plus 
One (1) additional space for on-site 
restaurant 
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room or  suite for units 101 
through 200  

• 0.8 spaces per sleeping 
room or  suite for units 201 
through 300  

• 0.7 spaces per sleeping 
room or  suite for units in 
excess of 300;  plus 

One space for each 250             
square feet of floor area used for 
meeting rooms and for the 
preparation,    serving or consumption 
of food or beverage, but not         
including storage and                
refrigeration areas. 

(8)  Timeshare resort 1.3 spaces per unit. None 
(9) Restaurant: Sit Down and Brew 
Pub 

One (1) space per 100 square feet  of 
total gross floor area;  
NOTE: Outdoor dining area shall 
  be included in the calculations. 

One (1) space 

(10) Restaurant: Fast Food or Drive-
In 

One and one-half (1�) spaces per 
100 square feet of gross floor area 
inclusive of outside dining area; plus 
Eleven (11) stacking spaces for the 
first drive-in window; plus 
Three (3) stacking spaces for each 
additional drive-in window.     

One (1) space 

(11) Restaurant: Drive-Through Only Five (5) spaces; plus  
Eighteen (18) stacking spaces  for the 
first drive-in window;  plus 
Three (3) stacking spaces for each 
additional drive-in window. 

One (1) space 

(12) Nightclubs, bars, taverns, dance 
halls 

One (1) space for every 60 square 
feet of floor area, excluding kitchen 
areas 

One (1) space 

(13)  Commercial reception hall or 
conference center 

One (1) space for every four (4) seats 
or sixty (60) square feet of assembly 
area 

One (1) space 

(14)  All other Category 11 uses One (1) space per 350 square feet of 
gross floor area 

One (1) space, unless waived by the 
zoning administrator in consideration 
of the specific nature of the use. 

 
 
 
(l) Category 12 – Motor Vehicle / Transportation  
 
  

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1) Automobile service stations, 
gasoline sales, auto repair garage, 
auto body / painting facility 

One (1) space per each 500 square 
feet of enclosed office, sales or 
service floor area; plus 
Two (2) spaces per service bay, but in 
no case less than five (5)  spaces. 

None 

(2)  Car Wash Two (2) spaces, plus 
Four (4) stacking spaces per bay or 
stall;  
 

None 

(3)  ) Vehicle sales, rental and service 
        establishments (Auto, truck, heavy
equipment, boats) 

One (1) space per 500 square feet  of 
enclosed office, sales/rental floor 
area; plus  
One space per two thousand five 
hundred (2500) square feet of open 
sales or rental display lot area; plus 
Two (2) spaces per service bay;  

One (1) space 
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(4)  All other Category 12 Uses One space per 350 square feet of  
office/administrative area, plus 
Two (2) spaces per service bay, loadin
or boarding pad or similar facility 

None 

 
 
 
 
 
 
 
 
(m) Category 13 – Shopping Centers 
 
  

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1)  Shopping Center, but 
        excluding theaters and bingo halls

Neighborhood Center: 
Three (3) spaces per 1,000 square 
feet  of gross leasable floor  area; 
 
Community and Specialty Center: 
<Four (4) spaces per 1,000 square 
feet  of gross leasable floor  area. 

One (1) space; plus 
One (1) space per 20,000 square feet 
   of  gross  leasable floor area. 
 
One (1) space; plus 
One (1) space per 20,000 square feet 
of  gross leasable floor area. 

 
(n) Category 14 – Wholesaling / Warehousing 
 
  

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1)  Seafood receiving, packing, 
storage 

One (1) space for every 500 square 
feet of processing or office  area 

One space; plus 
One space per loading bay or dock 

(2) Mini-storage warehouses One and one-half (1�) spaces for 
each ten (10) cubicles; plus 
Two (2) spaces for the manager's 
quarters or office. 

None 

(3)   Warehousing, distributing, or  
wholesale trade establishment and all  
other Category 14 uses 

One (1) space for each 10,000 square 
feet  of floor area; plus  
One (1) space for each 350 square 
office, sales or  similar  space; or,   
subject to appropriate documentation  
and approval of the zoning  
administrator, one and one-third (1.3) 
spaces for every employee on the  
largest shift. 

One space; plus 
One (1) space per  loading bay or dock

 
 
(o) Categories  15, 16 and 17 – Limited Industrial Uses, General Industrial Uses, and Utilities 
 
  

USE OFF-STREET PARKING 
 SPACES 

OFF-STREET LOADING  
SPACES 

(1)  All Uses One (1) space for every 350 square 
 feet of office or administrative area;  
plus 
One (1) space for every 700 square 
 feet of production or work floor area; 
plus 
One space for every 5,000 square feet
of warehouse/stoarage area , or 

One (1) space for every 20,000 squar
feet 
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subject to appropriate documentation  
and approval of the zoning  
administrator, one and one-third (1.3) 
spaces for every employee on the  
largest shift. 
 

 
 
Community facilities and places of assembly. 
 
 

 
 
 USE 

 
 OFF-STREET 
 PARKING SPACES  

 
 OFF-STREET 
 LOADING SPACES 

 
 BICYCLE 
 PARKING 

 
(1)  Auditorium, gymna- 
       sium, arena, 
       convention hall 

 
<One (1) space per each four (4) 
  fixed seats or seating spaces; 
  plus 
<One (1) space per each 60 
  square  feet [5.5m2] of 
  assembly area without  fixed 
  seats. 

 
<None. 

 
<One (1) space 
  per 2,500 
  square feet 
  [230m2] of 
  assembly 
  area. 

 
(2)  Church, temple, 
       synagogue or similar 
       place of worship 

 
<One (1) per each four (4) fixed 
  seats in main assembly area; 
  plus 
<One (1) space per each sixty 
  (60)  square feet [5.5m2] of 
  assembly area with out fixed 
  seats. 

 
<None. 

 
<One (1) space 
  per   2,500 
  square feet 
  [230m2] of 
  floor area 
  exclusive of  
  the 
  sanctuary. 

 
(3) Community swimming 
      pool 

 
<One (1) space per employee; 
  plus 
<One (1) space per each 100 
  square feet [9m2] of gross 
  water surface  area,  provided 
  that the zoning administrator 
  may reduce this  number 
  based on the number of  
  members within a reasonable 
  walking distance. 

 
<None. 
 

 
<One (1) space 
  per 100 
  square feet 
  [9m2]  of 
  water 
  surface area. 

 
(4) Community tennis, 
      hand ball or racquet 
      courts 

 
<Four (4) spaces per court. 

 
<None. 

 
<One (1) space 
  per court. 

 
(5)  Country clubs, private 
       clubs, lodges and 
       similar facilities 

 
<One (1) space per five (5) 
  members; or 
<One (1) space per 400 square 
   feet [37m2]  of floor area in 
   meeting rooms, lounges or 
   similar  assembly  area;  plus 
<Five (5) spaces per golf hole. 

 
<None. 
 
 
 

 
<One space per 
  5,000 square 
  feet  [460m2] 
  of floor  area. 

 
(6) Day care center, 
      nursery school, child 
      care center 

 
<One and one-half (1�) spaces 
   per each employee; plus 
<One (1) stacking space for 
  each five (5) students the 
  facility is licensed to enroll. 

 
<None. 

 
<One (1) space 
  per 30,000 
  square feet 
 [2800m2] of 
  floor  area. 

 
(7) Schools: Elementary 
      and Middle Schools 
 
 

 
<Two and one-half (2�) spaces 
  per  classroom. 

 
<One (1) space. 

 
<One (1) space 
 per 50 
 students at 
 capacity. 
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 USE 

 
 OFF-STREET 
 PARKING SPACES  

 
 OFF-STREET 
 LOADING SPACES 

 
 BICYCLE 
 PARKING 

(8) High School  
<One (1) space per employee on 
  the maximum shift; plus 
<One (1) space per five (5) 
  students at capacity. 

 
<One (1) space. 

 
<One (1) space 
  per  30 
  students at 
  capacity. 

 
(9) Vocational School 

 
<One (1) space per each two (2) 
  students in the maximum 
  projected enrollment capacity; 
  plus 
<One (1) space per classroom or 
  teaching station. 

 
<One (1) space 

 
<One (1) space 
  per  30 
  students at 
  capacity. 

 
(10) Hospital, nursing 
       home, or similar 
       facility 

 
<One (1) space per each two (2) 
  patients; plus 
<One (1) additional space per 
  employee or staff member. 

 
<One (1) space per 
   20,000  square 
   feet [1850m2] of  
   gross floor  area. 

 
<Three (3) 
  spaces per 
  each 100 
  patient  beds. 

 
(11) Libraries, museums 
        and similar cultural 
        facilities 

 
<One (1) space for each 300 
  square feet [28m2] of gross 
  floor area, but  in no case less 
  than ten (10) spaces. 

 
<None. 

 
<One (1) space 
  per  500 
  square feet 
  [46m2] of  
  floor area. 

 
(c) Commercial and related uses.  
 

 
 USE 

 OFF-STREET 
 PARKING SPACES  

 OFF-STREET 
 LOADING SPACES 

 BICYCLE 
 PARKING 

(1) Automobile service 
     stations, gasoline 
     sales 

<One (1) space per each 500 
  square feet [46m2]  of enclosed 
  sales or rental floor area; plus 
<Two (2) spaces per service 
  bay, but in no case less than 
  five (5)  spaces. 

<None. <None. 

(2) Bed and Breakfast, 
      Tourist Home 
 
(2.1) Bingo Hall 

<Two (2) spaces; plus  
<One (1) space per each 
  sleeping  room. 
 
One (1) space for each four (4) 
persons capacity based on 
maximum occupancy limits for the 
building 

<None. 
 
None 

<One (1) space 
  for each 
  rental bicycle 
  kept on  the 
  premises. 

(3) Bowling Alley <Seven (7) spaces per each    
lane; 
  plus 
<One (1) space per 100 square 
  feet [9m2]  of restaurant and 
  lounge space. 

<One (1) space. 
 

<One space per 
  three (3)    
lanes. 

(4) Car wash <Four (4) stacking spaces per 
  bay or stall; plus 
<One (1) space per employee on 
  the maximum shift. 

<None. < None. 

(5) Financial institution 
      with drive-in windows 

<One (1) space per 300 square 
  feet [28m2]  of floor area; plus 
<Eight (8) stacking spaces for 
  the first drive-in window; plus 
<Two (2) stacking spaces for 
  each additional window. 

<None. <Two (2) 
  spaces;  plus  
<One (1) space 
  per 15,000 
  square  feet 
  [1,400m2]. 
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 USE 

 OFF-STREET 
 PARKING SPACES  

 OFF-STREET 
 LOADING SPACES 

 BICYCLE 
 PARKING 

(6) Financial institutions 
     without drive-in 
     windows. 

<One (1) space per 300 square 
  feet [28m2] of floor area. 

<None. <Two (2) 
  spaces;  plus 
<One (1) per 
 15,000 
  square feet 
  [1,400m2]  
  of floor  area. 

(7) Furniture, carpet, or 
      appliance stores 

 <One (1) space per 500 square 
   feet [46m2] of floor area. 

<One (1) space; plus 
<One (1) space per 
   20,000 square 
   feet [1850m2] of 
   floor  area. 
 

<None. 

 
 
 USE 

 OFF-STREET 
 PARKING SPACES  

 OFF-STREET 
 LOADING SPACES 

 BICYCLE 
 PARKING 

(8) Funeral home or 
      mortuary 

<One (1) space per four (4) 
  seats or seating spaces in the 
  main chapel or parlor; plus 
<One (1) space for each vehicle 
  used in connection with the 
  business. 

<None. <None. 

(9) Marinas, dry-stack 
      boat storage facility 

<One (1) space per five (5) 
  berths;  plus 
<One (1) space per 500 square 
  feet of dry boat storage area; 
  plus 
<One (1) space per employee on 
  the largest shift; plus 
<Two (2) spaces for every 
  house boat moored. 

<One (1) space. <None. 

(10) Medical or dental 
        clinic 

<Two (2) spaces per 
  examination or treatment 
  room; plus 
<One (1) additional space per 
  each  employee. 

<None. <Two (2) 
  spaces; 
  plus 
<One (1) space 
  per  30,000 
  square feet 
  [2,800m2]  of 
  floor area. 

(11) Model Home Display 
         Parks 

<One (1) s pace per employee 
  on the largest shift; plus 
<Three (3) spaces per model 
  home displayed; plus 
<One (1) space per vehicle 
  garaged on the site. 

<One (1) space. <None. 

 
(12) Motel, hotel, motor 
        lodge 

 
<One (1) space per sleeping 
  room  or suite for first 100  
  units; plus 
<0.9 spaces per sleeping room 
  or  suite for units 101 through 
  200  
<0.8 spaces per sleeping room  
  or  suite for units 201 through 
  300  
<0.7 spaces per sleeping room 
  or  suite for units in excess of 
  300;  plus 
<One space for each 250    
square feet [23m2] of floor    
area used for meeting rooms    
and for the preparation,    

 
<One (1) space; plus 
<One (1) space per 
  20,000 square feet  
  [1,850m2]  of gross 
   floor  area. 

 
<One (1) space 
  per 100 units;  
  plus 
<One (1) space 
  for each 
  rental bicycle 
  kept on 
  the premises 
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 USE 

 OFF-STREET 
 PARKING SPACES  

 OFF-STREET 
 LOADING SPACES 

 BICYCLE 
 PARKING 

serving or consumption of    
food or beverage, but not    
including storage and    
refrigeration areas. 

 
(13) Nightclubs, bars, 
        taverns, dance halls 

 
<One (1) space per 100 square 
  feet [9m2] of gross floor  area; 
  plus  
<One (1) space per 50 square 
  feet [4.5m2] of dance floor; 
  plus 
<One (1) space per each 
  employee on the largest shift. 

 
<One (1) space per 
  20,000 square feet  
  [1850m2] of  gross 
  floor  area. 

 
<None. 

 
(14) Office or office 
        building 

 
<One (1) space per 300  square 
  feet  [28m2] of floor area, but 
  in no case less than three (3) 
  spaces. 

 
<One (1) space per 
  building. 

 
<One (1) space 
  per 15,000 
  square  feet  
  [1400m2]  of 
  gross floor  
  area. 
 

(15) Outdoor sales and 
       display (other than 
       vehicle sales), rental 
       and service establish- 
       ments 

 
<One (1) space per 500 square 
   feet [46m2] of open sales or 
   display area; plus 
<One (1) space per employee. 

 
<One (1) space. 

 
<None. 

 
(16) Personal Service 
       Establishments 

 
<One (1) space per 200 square 
  feet [18m2] of gross floor    
area. 

 
<None. 

 
<One (1) space 
  per 5,000 
  square feet  
  [460m2]. 

 
(17) Recreational or 
       amusement 
       establishment 
       other than those 
       specifically listed 
       herein 

 
Fixed Seats: 
<One (1) space per three (3) 
  seats or three (3) persons 
  based on the maximum 
  occupancy load; 
  plus 
<One (1) space per employee. 
 
Without Fixed Seats: 
<One (1) space per 100 square 
  feet  [9m2] of gross floor  area.  

 
<None. 
 
 

 
<One (1) space 
  per  5,000 
  square feet 
  [460m2]. 

 
(18) Restaurant: Sit Down 

 
<One (1) space per 100 square 
  feet  [9m2] of total gross floor 
  area; plus 
<One (1) space per employee  
  on the maximum shift. 
 
NOTE: Outdoor dining area shall 
  be included in the calculations. 

 
<One (1) space per 
   20,000 square 
   feet [1850m2] of 
   gross floor area. 

 
<One (1) space 
  per  5,000 
  square feet  
  [460m2]  of 
  gross floor 
  area. 

 
(19) Restaurant: Fast Food 

 
<One and one-half (1�) space 
  per 100 square feet [9m2] of 
  gross floor area inclusive of 
  outside dining area; plus 
<One (1) space per employee 
  on the largest shift; plus 
<Eleven (11) stacking spaces 
  for the first drive-in window; 
  plus 
<Three (3) stacking spaces for 
  each additional drive-in 

 
<One (1) space per 
   20,000 square 
   feet [1850m2] of  
   gross floor area. 

 
<One (1) space 
  per 2,500 
  square feet 
  [230m2] of 
  gross floor 
  area. 



Working Draft 
June 25, 2002 and 

June 24, 2003 
Revised October 30, 2003 

 

15 

 
 USE 

 OFF-STREET 
 PARKING SPACES  

 OFF-STREET 
 LOADING SPACES 

 BICYCLE 
 PARKING 

  window.     
 
(20) Restaurant: Drive- 
        Through Only 

 
<One (1) space per employee 
  on the largest shift; plus 
<Five (5) spaces; plus  
<Eighteen (18) stacking spaces    
for the first drive-in window;    
plus 
<Three (3) stacking spaces for 
  each additional drive-in 
  windows. 

 
<One (1) space. 

 
<One space per 
  5,000 square 
  feet  [460m2]  
  of gross floor  
  area. 

 
(21) Retail Sales    
establishment except    
furniture, carpet, 
       appliance stores 

 
<One (1) space per 200 square 
  feet [18m2] of gross floor area. 

 
<One (1) space. 

 
<One (1) space 
  per 10,000 
  square feet 
  [920m2] of  
  gross floor  
  area. 
 

 
 
 USE 

 OFF-STREET 
 PARKING SPACES  

 OFF-STREET 
 LOADING SPACES 

 BICYCLE 
 PARKING 

 
(22) Shopping Center, but 
        excluding theaters 

 
Neighborhood Center: 
<Three (3) spaces per 1,000 
  square feet [ 92m2] of 
  gross leasable floor  area; 
 
 
Community and Specialty Center: 
<Four (4) spaces per 1,000 
 square feet [92m2] of gross 
 leasable floor  area. 

 
<One (1) space; plus 
<One (1) space per 
  20,000 square feet 
  [1850m2] of  gross 
  leasable floor area. 
 
<One (1) space; plus 
<One (1) space per 
  20,000 square feet  
  [1850m2] of  gross 
  leasable floor area. 

 
<One (1) space 
  per 7,500 
  square feet 
  [700m2]   of 
  gross leasable 
  floor area. 
 
 
<One (1) space 
  per 10,000 
  square feet 
  [920m2] of 
  gross leasable 
  floor area. 

 
(23) Theater 

 
Stand-alone: 
<One (1) space per four (4)  
  seats.   
In Shopping Center: 
<One (1) space per eight (8) 
  seats. 

 
 
<One (1) space. 
 
 
<None. 

 
 
<One (1) space 
  per 100 
  seats. 
<One (1) space 
  per 100 
  seats. 

(24)  Timeshares/Interval         
Ownership Units 

1.3 spaces per unit. 4None. 4None 

 
(25) Vehicle sales, rental 
        and service 
        establishments 

 
<One (1) space per 500 square 
feet [46m2] of enclosed sale/rental 
floor area; plus one space per two 
thousand five hundred (2500) 
square feet of open sales or 
rental display lot area; plus 
<Two (2) spaces per service 
  bay;  plus 
<One (1) space per employee. 

 
<One (1) space per 
   20,000 square 
   feet [1850m2] of  
   sale or rental 
   display  area. 

 
<None. 

 
(d) Industrial, manufacturing and related uses. 
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 USE 

 
 OFF-STREET 
 PARKING SPACES  

 
 OFF-STREET 
 LOADING SPACES 

 
 BICYCLE 
 PARKING 

 
(1) Warehousing, 
      distributing 

 
<One and one-third (1�) spaces 
  for each employee on the 
  largest working shift; or the 
  combination of  
<One (1) space for each 10,000 
   square feet [920m2] of floor 
   area; plus  
<One (1) space for each 300 
   square feet [28m2] of office, 
   sales or  similar  space.  

 
<One space; plus 
<One (1) space per 
  10,000 square feet 
   [920m2] of gross 
    floor area. 

 
<One (1) space 
  per 15,000 
  square feet 
  [1400m2] of    
  office space. 

 
(2) Mini-storage ware- 
      houses 

 
<One and one-half (1�) spaces 
  for each ten (10) cubicles; plus 
<Two (2) spaces for the 
  manager's quarters or office. 

 
<None. 
 
 
 
 

 
<None. 
 
 
 
 

 
 
 
 USE 

 
 OFF-STREET 
 PARKING SPACES  

 
 OFF-STREET 
 LOADING SPACES 

 
 BICYCLE 
 PARKING 

 
(3) Other permitted 
      industrial uses 

 
<One and one-third (1�) spaces 
  for each employee on the 
  anticipated largest working 
  shift,  or 
<One (1) space for each 500 
  square feet [46m2] of floor 
  area. 
 

 
<One (1) space per 
   20,000 square 
   feet [1850m2] of 
   gross floor area. 

 
<One (1) space 
  per  15,000 
  square feet 
  [1400m2] of 
  office space. 

(Ord. No. O98-18, 10/7/98) 
 
 
Sec. 24.1-6079.  Off-street parking design standards. 
 
(a) Required off-street parking spaces for single-family detached and duplex dwellings shall be a 

minimum of nine feet by eighteen feet (9'x 18') [2.75m x 5.5m] in dimension with a driveway which is 
constructed with an all-weather surface, affording safe and convenient access, and passable by 
emergency vehicles at all times.   

 
(b) Except as provided in section 24.1-607(e) all other parking spaces intended for use by the general 

public shall have minimum dimensions of nine feet by eighteen feet (9' x 18'), or ten (10) feet by 
twenty (20) feet if parallel.  Where separate employee spaces are designated on the site and are 
situated in some manner as to be clearly distinguishable from the remaining spaces, such spaces 
may be designed with minimum dimensions of eight feet by sixteen feet (8' x 16').   

 
(c) Where parking spaces are arranged along a walkway, median or landscaped island of at least nine 

(9) feet in width, a one and one-half foot (1.5’) overhang credit may be deducted from the required 
length of the parking space.  Where this credit is used, the adjacent landscaped island or 
walkway shall be increased in width by an equal amount.   

 
(db) All permanent off-street parking areas proposed in conjunction with any development other than 

single-family detached or duplex dwellings which is subject to the requirements of this chapter shall 
comply with the following design standards:   

 
(1) Parking areas shall be constructed of concrete, asphalt or other equivalent permanent, 

dustless surface such as cobblestone, Belgian block, brick, grid pavers, interlocking pavers, 
or similar surface material.  
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The above provision notwithstanding, the zoning administrator may approve unpaved or 
gravel parking areas provided that a specific request, detailing the environmental conditions 
giving rise to the request, is submitted in writing at the time of plan submission.  Said 
unpaved or gravel parking areas must be an integral part of an overall stormwater 
management plan for the project. 

 
(2) Parking lots shall be set apart from landscaped areas by a permanent curb or wheel stop. In 

the event a parking lot is adjacent to a parking lot on another parcel and both lots are served 
by a joint entrance, the zoning administrator may approve a transfer of the required 
landscaped strip along the common property line to another location on the site.  In such 
situations, fifty percent (50%) of the area to be transferred shall be added to the landscaping 
otherwise required in front of the principal building on the site. 

 
 
(3) Traffic aisles in parking lots shall conform with the following criteria: 

  
 
 Angle of Parking 

 
 
Traffic Direction 

 
 
Aisle Width*  

 parallel  
 
One-Way 

 
12 feet   

 30-degree °
 
One-Way 

 
12 feet   

 45-degree °
 
One-Way 

 
12 feet   

 60-degree °
 
One-Way 

 
18 feet   

 90-degree °
 
Two-Way 

 
24 feet   

*Minimum width of traffic aisles in parking lots for two-way traffic shall be twenty-four 
(24) feet.  Additional width may be required if needed for access of emergency 
vehicles. 
 

 
 

(43) Parking lots shall be designed and constructed so that spaces are grouped into bays 
separated by landscaped traffic islands each of which shall be surrounded by a curb.  There 
shall be a minimum of one (1) traffic island for every  no more than fifteen (15) parking 
spaces in a row without an intervening landscaped island, provided however, that the zoning 
administrator may approve alternative arrangements where landscaped islands in other parts 
of the parking lot are enlarged to exceed the minimum dimensions specified below..  Such 
islands and bays shall be designed to provide a clear delineation of circulation patterns, 
guide vehicular traffic, prevent unsafe diagonal movements through the parking lot, break 
large expanses of pavement into sub-areas to improve both the appearance and climate of 
the parking lot, minimize glare and noise, and delineate safe pedestrian walkways.  The 
minimum size of any island shall be one hundred fifty (150) square feet [13.5m2] with a 
minimum width of nine feet (9') [3m]. 

 
(54) A minimum of seven and one-half percent (7.5%) of the total surface area in parking lots 

shall be maintained in traffic islands or other interior planting areas within the lot including all 
traffic islands provided or required herein.  Any landscaping within or around the traffic aisles 
of such parking areas shall be maintained so as to prevent visual obstructions between the 
height of three feet (3') [1m] and six feet (6') [2m] where such obstructions could impair 
vehicular safety.  

 
(65) Landscaping of traffic islands and circulation control improvements, as required above, shall 

be provided in accordance with article II, division 4 and the following specifications: 
 

a. Existing mature trees and natural vegetation shall be protected and preserved 
during and after the development process in accordance with the provisions of 
section 24.1-242 wherever possible, particularly around the perimeter of parking 
areas. 

 
b. At least fifty percent (50%) of the trees installed in parking lots shall have a mini-

mum caliper of two and one-half inches (2-1/2") [65mm]. 
 

c. Trees within landscaped strips located adjacent to parking spaces shall be placed at 
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least four feet (4') [1.25m] from the face of curbs or wheel stops or at the corners of 
parking spaces in order to protect plant materials from damage. 

 
d. The specific types and locations of landscaping materials selected for planting shall 

conform withto the  provisionsthe provisions of article II, division 4 of this chapter 
and shall be reasonably dispersed throughout the parking area.    

 
 (6) Parking areas serving commercial, retail, office and attached and multi-family dwellings shall 

be designed to include appropriate stopping, parking and circulation areas which 
accommodate alternate modes of transportation, specifically including pedestrians, bicycles 
and transit buses. Bicycle parking spaces oriented to customers shall be short-term spaces; 
bicycle parking spaces oriented to employees or residents should facilitate longer-term 
parking. 

 
(7) Sidewalks shall be provided to facilitate safe and convenient pedestrian movements within 

and between such parking areas and the establishments which they serve.  Sidewalks shall 
be designed in accordance with all applicable barrier-free access standards as specified by 
the Virginia Uniform Statewide Building Code and the Americans with Disabilities Act. 

 
(8) Outdoor lighting shall be installed at appropriate locations to provide illumination for parking 

areas and pedestrian, bicycle and vehicular circulation routes and especially to 
establishments which will be patronized during non-daylight hours.  Lighting fixtures and 
intensity levels should be compatible with both natural and architectural characteristics of the 
development and shall be designed and arranged so as to direct light and glare away from 
abutting properties and adjacent rights-of-way. 

 
(9) Parking spaces for the physically handicapped, including lift-equipped van-accessible 

spaces, shall be provided and labeled on the plan in accordance with the numerical and 
design standards established for the physically handicapped and aged, by the Virginia 
Uniform Statewide Building Code and as specified in the Americans with Disabilities Act. 

 
(10) All parking lots shall be visually screened from public street rights-of-way by means of 

landscaping which provides a visual screen of the parking lot throughout the year.   Unless 
otherwise required by this chapter or by the terms of a special use permit, the buildings on 
the site need not be entirely screened. 

 
(11) Outdoor storage and display shall not be permitted in required parking spaces.  If outdoor 

storage and display is to be located in non-required parking areas, such area shall be 
delineated on the site plan and shall be located so that it does not impede traffic 
circulation on the site and does not create safety or visibility problems for vehicles and 
pedestrians using the parking lot.  

 
(ec) In the case of parking lots containing twenty (20) spaces or more, the developer may elect to 

designate up to a maximum of fortytwenty  percent (20 40%) of such spaces for the use of compact 
cars.  The minimum dimensions of such spaces shall be eight feet by sixteen feet (8'x 16') [2.5m x 
5m] with traffic aisle widths remaining unchanged.  Such spaces shall be located so as to be 
convenient to all major entrances of the proposed establishment and shall be clearly identified 
through appropriate signage and pavement markings as to their function. 

 
 
(f) No certificate of zoning compliance or certificate of occupancy may be issued unless the following 

criteria are fully satisfied with regard to the approved parking plan: 
 

(1) Such plan has been fully implemented on the site, including installation of landscaping, 
curbs, paving or other surface treatment, painting or striping to delineate individual spaces, 
installation of necessary regulatory, warning and directional signage, delineation of 
handicapped spaces and all other aspects required or shown on the approved plan; or 
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(2) Such plan, because of unanticipated weather conditions, cannot be fully implemented 
immediately, but has been guaranteed by a postponed improvement agreement between the 
developer and the county in a form acceptable to the county attorney, and secured by a 
letter of credit, cash escrow or other instrument acceptable to the county attorney in an 
amount equal to the remaining cost of such implementation plus a reasonable allowance for 
estimated administrative costs, inflation and potential damage to existing improvements and 
vegetation. The zoning administrator shall determine, on a case-by-case basis, the minimum 
acceptable level of improvement necessary for issuance of a conditional certificate of zoning 
compliance under these circumstances.  

(Ord. No. O98-18/10/7/98) 
 
 
Secs. 24.1-610��24.1-699.  Reserved. 
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